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A COLLECTION OF WORKS BY CLAPHAM LANDSCAPE ARCHITECTURE

Celebrating 25 years of landscape design. 
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03 9533 8430     www.claphamlandscapes.com.au   info@claphamlandscapes.com.au

  

Jamie Clapham, an award winning landscape architect and founder of Clapham Landscape Architecture, 
grew up under the influence of his mother, a well celebrated landscape designer who also established her 
own wholesale plant nursery. It was there that his passion, dedication and continual exploration of garden 
design worldwide was born.

For the past 25 years Jamie has brought all of this together to  build a team of dedicated specialists, work-
ing under his expert guidance to create gardens of the highest standard. From consultation to the final 
concept plan, Jamie and his team pride themselves on creating complete gardens, specifically paying 
attention to the relationship with the associated architecture,  whilst being sympathetic and considerate to 
the immediate environment and client wishes.  

Clapham Landscape Architecture primary aim is to provide discerning garden owners with a garden that 
will endure the test of time and a space that they can live their life in for years to come. 

In this collection  of work you will find an array of projects - including large scale estate gardens, multi 
res inner city developments and residential projects.
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This multi award winning garden was derived from the concept to create a vibrant, welcoming and sus-

tainable precinct that communicates the layered heritage of the site, and fosters and exciting space for the 

diverse communities that come to live and visit.

The design of the garden is influenced by the surrounding bushland corridor, the flowing Yarra River, and 

local engagements with the walking bicycle paths that weave through the landscape.

While the garden takes cues from the surrounding natural landscape, we also introduced many contempo-

rary elements to highlight the modern intents of the Yarra Bend Development. Lighting, sound and reflec-

tive mirror finishes make this garden the spectacle it is. 

AWARD WINNING ALPHINGTON DISPLAY SUITE GARDEN - ASSOCIATED CONSULTANTS  GLENVILL HOMES
THE DESIGN FILES - BEST LANDSCAPE DESIGN 2019
NATIONAL LANDSCAPE DESIGN AWARD 2019 - GOLD
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COUNTRY ESTATE

Gravel pathways leading to secluded leafy clearings, romance and clipped hedges amongst 

a variety of loose plantings are all hallmarks of Country landscape design. Add to the space, 

pergolas draped with wisteria, walls covered in climbing vines and mature trees growing wild 

amidst ornamental grasses. Working with the Australian climate and landscape is an integral 

element of making country garden landscape design work within the parameters of the ex-

isting architecture. The key to the success of Country Garden Design, is utilising a planting 

palette of resilient trees and shrubs that stand up to the harsh elements.  Where possible cap-

turing an embracing the surrounding borrowed landscape will always help to ground this style 

of  garden within its environment.  
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Formal or classical landscape design requires a well-proportioned structure of ge-

ometrically balanced elements throughout. This is often achieved by creating a main 

access line, and several secondary lines. Then adopting several other design tools, 

such as: Staggered and varied planting heights to create depth, repetitive and sym-

metrical planting layouts, and the placement of ornamentation such as large urns, 

sculptures, etc that will create focal points to draw and rest the eye.

Water is always a welcome softening element within these gardens with its move-

ment and cool refreshing sound.

We believe the secret to creating a well-executed formal garden is getting the scale 

right and being prepared to use a bold hand in the selection of plants and ornamen-

tation, which all contribute to finishing a garden with an overall sense of sophistica-

tion.

ESTATE GARDEN
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ESTATE GARDEN
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TOORAK GARDEN FEATURED ON GARDENING AUSTRALIA
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Public spaces within the country are grately enhanced by blending the natual surrounds, within the context of 

the design.  For us, the main focus for these outdoor public spaces are to make function and beauty coexisit. 
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MITCHELTON WINERY ESTATE -  ASSOCIATED CONSULTANTS HECKER GUTHRIE
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VARIOUS RESIDENTIAL PROJECTS
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VARIOUS RESIDENTIAL PROJECTS
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VARIOUS RESIDENTIAL PROJECTS
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VARIOUS RESIDENTIAL PROJECTS
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VARIOUS RESIDENTIAL PROJECTS



POOLS
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While pools generally need to integrate with the home and surrounding garden, well designed pools are a feature in their own right. Pools are more than just 

shape and tile, thoroughly knowing what elements need to be highlighted and which need to be more discrete are part in parcel of sophisticated pool designs.  As 

many of our gardens are designed with pools and spas, we have developed an extensive knowledge of the specific requirments including pool and fencing stand-

ards. 

We care about the finer details of pool design including tile selction, water quality, lighting, filtration and the correct planting pallet which are all paramount to a 

successful pool design. 
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ALFRESCO  | OUTDOOR DINING
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Outdoor/alfresco entertaining areas have become a staple piece withinAustralian 

Landscape design. We find ourselves creating more and more outdoor alfreso areas 

with considered elements such as roofing, shade, heating and fully equipt kitchens 

that allow our clients to entertain year round.  Key elements to the intergirty of these 

designs are that they sit comfortably both with the exisitng architecture, and the sur-

rounding garden.They have to be both functional and beautiful, as well as comfortable. 

It’s critical when designing alfresco areas that it feels like an extension of the home. 

Extending your interior finishes to the exteriors ensures a seamless transition outdoors.

Take a look through the next few pages so see some examples of our Alfresco and Out-

door rooms.

ELWOOD PROJECT

FIRE PLACE WITH POLISHED CONCRETE COUTERLEVERED FIRE HALF

CUSTOM LIGHT PENDANT - DESIGNED BY CLA MANUFACTURED BY CHRSI-
TOPEHR BOOTS  
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DETAILING



CLAPHAM LANDSCAPE ARCHITECTURE 43

Landscape detailing is always well considered within CLA and elevates 
the experience of our gardens. The correct design detailing can influence 
the attitude and mood of a garden. We often design custom seating, light-
ing, fireplaces, mirror walls to name a few, which all allow for our clients 
to make the most of their gardens. 

The folowing pages show some selected details from our gardens. 
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LANDSCAPE  DETAILNG
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LANDSCAPE  DETAILNG
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LANDSCAPE  DETAILNG
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LANDSCAPE  DETAILNG
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LANDSCAPE  DETAILNG



WORKING WITH YOU

We are confident in our knowledge and ability to work along side you and your architects/consultants to deliver a garden design that works cohesively with 
your site and requirements.  With our extensive knowledge, not only of landscapes design, but horticulture and planting structures, we pride ourselves in our 
ability to create a garden that is truly complete. We understand that when designing along side architects, whether it be a new build or a renovation, effective 
communication between all parties can greatly enhance the design outcomes of the project. 

Our extensive experience within the industry has allowed us to develop expertise in areas that include but are not limited to 

• Town planning
• Council consultation/submissions
• Building and construction
• Sustainable design
• Appropriate plant solutions for each particular site
• Structural detailing in conjunction with engineers 

 

We pride ourselves on our graphic presentation skills and our ability to integrate your Architects/Builders drawings to the design. One of the major benefits 
we bring to our clients is the presentation of a 3D, Conceptual Video of the expected landscape or architecture. This provides the best way to see your creation 
before work begins.  
With 25 years experience in the luxury home and development market our designs are client and site specific, with consideration for each garden as a unique 
piece which compliments and add value to the architecture that surrounds. Our spaces are crafted to make occupants feel like their garden is an extension of 
their home, creating a pride of place for them to enjoy.  
 
Membership Affiliations

• Landscaping Victoria
• Australian Institute of Landscape Designers and Managers
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Crucial parts of the design are derived by the barriers in which 

the local council laws can be interpreted and applied.  We have 

extensive knowledge of Town Planning applications within vari-

ous councils and are able to submit to council requests in a timely 

manner which allow the flow of the project to continue without 

altering the deadline. One of the benefits of working with Clapham 

Landscape Architecture is that by using the latest 3D software we 

are able to walk our clients through their design prior to construc-

tion, which allows them to see get a full understanding of their 

design. Take a look through the following pages to see  some ren-

dered impressions of design intent for previous projects. 

RENDER IMPRESSIONS OF DESIGN INTENT  
HAWTHORN RESIDENCE - ASSOCIATED CONSULTANTS LEVAN DESIGN 
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LIGHTING PLAN SOFTSCAPE PLAN

HAWTHORN RESIDENCE - ASSOCIATED CONSULTANTS LEVAN DESIGN 

SECTIONS AND DETAILSHARDSCAPE PLAN
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RENDER IMPRESSIONS OF DESIGN INTENT FOR RESIDENTIAL POOL AND ALFRESCO AREA 
TOORAK RESIDENCE  - ASSOCIATED CONSULTANTS  HECKER GUTHRIE & GLENVILL HOMES
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MITCHELTON WINERY HOTEL
MITCHELTON -  ASSOCIATED CONSULTANTS HECKER GUTHRIE
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General Notes
1. Supply and install drip irrigation at no more than 300mm parrallel runs 

to all garden bed areas. Supply and install Outdoor automatic timer 
and rain sensor to irrigation system.

2. Supply and install 90mm S/W pipe under all hard paved area to 
provide conduit access for irrigation and lighting

3. Contractor shall review these plans thoroughly, make a detailed site 
visit, and shall immediately bring any inconsistency, site layout 
problem, or any other request for clarification to the architect for 
resolution prior to the delivery of any bid. Failure to do so shall cause 
the Contractor to be ineligible for extras relating to such matters.

4. Contractors are to check all measurements on site.
5. Contractor shall be responsible for seeing that each subcontractor 

cleans up and removes, DAILY, any and all debris generated by 
construction operations, making ready for all subsequent 
subcontractors.

6. For all underground work contact Dial Before You Dig 
(www.1100.com.au) to locate surrounding underground services.

7. All materials, finishes, manufactured items, and equipment shall be 
installed in full accordance with the supplier's or manufacturer's written 
recommendations or these documents, whichever is more stringent.

LARGE FLAT RECTANGULAR GRANITE 
ROCKS APPROX. 400HT AS SEATING

LEGEND

GARDEN BED. 200mm IMPORTED 
GARDENMIX TOPSOIL. MULCH 75MM 
DEPTH, 1/3 FINE PINE; 1/3 MUSHY MULCH; 
1/3 EUCY MULCH

300x300 STORMWATER PIT - 
CONNECT TO EXISTING SYSTEM

75x6mm MILD STEEL GARDEN EDGE
SUPPLIER: formboss or similar

se

90mm SLOTTED PVC AGI PIPE, 
BACKFILLED WITH SCORIA

agi

30mm DEPTH COMPACTED GRANITIC 
SAND OVER 80mm DEPTH COMPACTED 
CRUSHED ROCK BASE. 

1000x500x30 & 1000x500x20 EBONY 
FLAMED GRANITE PAVING . 
1000X500X30mm GRANITE COPING WITH 

100mm DROP DOWN FACE TO POOL 
COPING AND STEP TREADS. Supplier: 
Pavers Plus

LAWN AREA - 100mm LAWN MIX SOIL, 
INSTANT TURF TYPE TBA WARM SEASON 
VARIETY

SLOPING GROUND

1
2
8
.7

2
EXISITNG LEVEL

PROPOSED FINISH LEVEL

HARDWOOD TIMBER DECKING. APPLY 2 
COATS SIKKENS STAIN ON ALL TIMBER 
SURFACES. COLOUR TBC. Refer notes on  
LD-01

P

D

GB

Lawn

Stainless steel strip drain. Type: 3 Monkeez 
M-FT-7 84.6mm wide with wedge wire grate. 
ph: 03 9357 6562

G

sp

FL 128.600

NOTE:
Decking to be 135x32mm Spotted Gum timber. Use 100x100mm 
treated pine stumps in a 400mm deep hole, All stumps to be set in 
concrete mix with ant caps. 140x45mm treated pine to be installed as 
bearers with 90x45 treated pine as the joists, all joists to be lined with 
malthoid. Galvanised baton screws (2 per board - recessed) to be 
used to fix the deck. Apply 2 coats of Sikkens stain on all timber 
surfaces. colour TBC
ALL TO BE CONFIRMED BY ENGINEER

NOTE:
All timber to be stained with 2 coats of Sikkens oil. Colour TBC.
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B 22/9/17 Pool gate moved. Deck and ramp reduced. Paving extended to meet deck. Lower pool fence added.

C 17/10/17 Showers added

D 24/10/17 Fence layout changed
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General Notes
1. Supply and install drip irrigation at no more than 300mm parrallel runs 

to all garden bed areas. Supply and install Outdoor automatic timer 
and rain sensor to irrigation system.

2. Supply and install 90mm S/W pipe under all hard paved area to 
provide conduit access for irrigation and lighting

3. Contractor shall review these plans thoroughly, make a detailed site 
visit, and shall immediately bring any inconsistency, site layout 
problem, or any other request for clarification to the architect for 
resolution prior to the delivery of any bid. Failure to do so shall cause 
the Contractor to be ineligible for extras relating to such matters.

4. Contractors are to check all measurements on site.
5. Contractor shall be responsible for seeing that each subcontractor 

cleans up and removes, DAILY, any and all debris generated by 
construction operations, making ready for all subsequent 
subcontractors.

6. For all underground work contact Dial Before You Dig 
(www.1100.com.au) to locate surrounding underground services.

7. All materials, finishes, manufactured items, and equipment shall be 
installed in full accordance with the supplier's or manufacturer's written 
recommendations or these documents, whichever is more stringent.

LARGE FLAT RECTANGULAR GRANITE 
ROCKS APPROX. 400HT AS SEATING

LEGEND

GARDEN BED. 200mm IMPORTED 
GARDENMIX TOPSOIL. MULCH 75MM 
DEPTH, 1/3 FINE PINE; 1/3 MUSHY MULCH; 
1/3 EUCY MULCH

300x300 STORMWATER PIT - 
CONNECT TO EXISTING SYSTEM

75x6mm MILD STEEL GARDEN EDGE
SUPPLIER: formboss or similar

se

90mm SLOTTED PVC AGI PIPE, 
BACKFILLED WITH SCORIA

agi

30mm DEPTH COMPACTED GRANITIC 
SAND OVER 80mm DEPTH COMPACTED 
CRUSHED ROCK BASE. 

1000x500x30 & 1000x500x20 EBONY 
FLAMED GRANITE PAVING . 
1000X500X30mm GRANITE COPING WITH 

100mm DROP DOWN FACE TO POOL 
COPING AND STEP TREADS. Supplier: 
Pavers Plus

LAWN AREA - 100mm LAWN MIX SOIL, 
INSTANT TURF TYPE TBA WARM SEASON 
VARIETY

SLOPING GROUND

1
2
8
.7

2
EXISITNG LEVEL

PROPOSED FINISH LEVEL

HARDWOOD TIMBER DECKING. APPLY 2 
COATS SIKKENS STAIN ON ALL TIMBER 
SURFACES. COLOUR TBC. Refer notes on  
LD-01

P

D

GB

Lawn

Stainless steel strip drain. Type: 3 Monkeez 
M-FT-7 84.6mm wide with wedge wire grate. 
ph: 03 9357 6562

G

sp

FL 128.600

NOTE:
Decking to be 135x32mm Spotted Gum timber. Use 100x100mm 
treated pine stumps in a 400mm deep hole, All stumps to be set in 
concrete mix with ant caps. 140x45mm treated pine to be installed as 
bearers with 90x45 treated pine as the joists, all joists to be lined with 
malthoid. Galvanised baton screws (2 per board - recessed) to be 
used to fix the deck. Apply 2 coats of Sikkens stain on all timber 
surfaces. colour TBC
ALL TO BE CONFIRMED BY ENGINEER

NOTE:
All timber to be stained with 2 coats of Sikkens oil. Colour TBC.
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CLAPHAM LANDSCAPE ARCHITECTURE 56

RENDER IMPRESSIONS OF DESIGN INTENT - ELEVATED COMMUNAL OPEN SPACE FOR MULTI LEVEL COMMERCIAL PROJECT. 
SOUTH  MELBOURNE -  ASSOCIATED CONSULTANTS POINT ARCHITECTS



CLAPHAM LANDSCAPE ARCHITECTURE 57

RENDER IMPRESSIONS OF DESIGN INTENT - COUNTRY ESTATE LANDSCAPE  
MITCHELTON HOME ESTATE  - ASSOCIATED CONSULTANTS  CERA STRIBLY ARCHITECTS  
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 INFO@CLAPHAMLANDSCAPES.COM.AU

PHOTO CREDITS

ALEX REINDERS 
PATRICK REDMOND 
DAVID MIITCHENER 
ALL OTHER CLA SUPPLIED

     WWW.CLAPHAMLANDSCAPES.COM.AU

03 9533 8430


